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outdoor CAble - CorruGAted steel tAPe ArMoured CAble

CAble desiGn

 ▪ Optic fiber

 ▪ Fiber jelly

 ▪ Loose tube

 ▪ Steel wire strength member

 ▪ Jelly filled

 ▪ Steel tape

 ▪ Outer sheath

FeAtures

 ▪ Choice of fiber type

 ▪ Colour code of fiber

 ▪ High water resistance

 ▪ PE outer sheath

MAin APPliCAtions
Suitable for external applications in ducts. 

teMPerAture ChArACteristiCs
Operating temperature range: -20ºC to +60ºC
Storage temperature range: -20ºC to +60ºC

environMentAl ChArACteristiCs
This cable meets RoHS requirement.

Fiber
nuMber od CAble

WeiGht
druM

diMensions
druM

WeiGht

mm kg/km mm kg/pcs

4 10.1 105 900 54

8 10.1 105 900 54

12 10.1 105 900 54

16 10.1 105 900 54

24 10.6 105 900 54

36 11.1 116 1000 67

48 11.4 135 1000 67

72 11.9 160 1100 76

96 12.9 170 1100 95

144 16.3 260 1300 108

256 18.7 295 1400 158

PE Jacket
Corrugated Steel Tape

Water Barrier
Parallel Steel Wire Strength Member

Optic Fiber
Water Repellent Thixotropic Gel

Central Loose Tube

PE Outer Jacket
Coated Steel Tape

Binding Tape
Loose Tube

 Non-Metallic Strength Member
Water Blocking Yarn

Water Repellent Thixotropic Gel
Optic Fiber

Cst

Fiber Core
4
8
12
16
24
36
48
72
96
144
256

Fiber Type
62=62.5/125
50=50/125
09=9/125
OM3=OM3
OM4=OM4
7A=G657A
7B=G657B

Outer Sheath 
Material
LZ=LSZH
PV=PVC

Marking: As required.    Packing: Standard 2000m or as required.
The drum weight does not include the wood battens around the drum.

orderinG inForMAtion

teChniCAl ChArACteristiCs 

Fiber
nuMber

Min. bend
rAdius MAX. tension (n) Crush loAdinG

(n/100MM)

Static Dynamic Short terms Long terms Short terms Long terms

4
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 ▪ Bend insensitive fibers G657A/B

 ▪ OM4 fibers 10 Gigs at 550 meters

 ▪ Any color of cable jacket 

 ▪ OFNP plenum jacket

oPtions


